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Abstract. One of the most widely used algorithms to generate hexahedral meshes
in extrusion volumes with several source and target surfaces is the multi-sweeping
method. However, the multi-sweeping method is highly dependent on the ﬁnal lo-
cation of the nodes created during the decomposition process. Moreover, inaccurate
location of inner nodes may generate erroneous imprints of the geometry surfaces
such that a ﬁnal mesh could not be generated. In this work, we present a new
procedure to decompose the geometry in many-to-one sweepable volumes. The de-
composition is based on a least-squares approximation of aﬃne mappings deﬁned
between the loops of nodes that bound the sweep levels. In addition, we introduce
the concept of computational domain, in which every sweep level is planar. We
use this planar representation for two purposes. On the one hand, we use it to
perform all the imprints between surfaces. Since the computational domain is pla-
nar, the robustness of the imprinting process is increased. On the other hand, the
computational domain is also used to compute the projection onto source surfaces.
Finally, the location of the inner nodes created during the decomposition process is
computed by averaging the locations computed projecting from target and source
surfaces.
Keywords: Finite element method, mesh generation, hexahedral mesh, multi-
sweeping, computational domain.
1 Introduction
Extrusion geometries often appear in numerical simulation processes. These
volumes are usually created using CAD packages that allow to extrude a
surface along a sweep path. These one-to-one geometries are delimited by a
source surface, a target surface and a series of linking sides, see Fig. 1.
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Fig. 1. Classiﬁcation of surfaces deﬁning a one-to-one sweep volume
In the last years, several methods have appeared to mesh many-to-many
sweep volumes [1, 2, 3, 4]. That is, extrusion volumes that contain many
source and target surfaces. These methods rely on the decomposition of the
volume into sub-volumes that are meshable by one-to-one [5, 6, 7, 8, 9] or
many-to-one [10] sweep techniques. Then, each sub-volume is meshed sep-
arately. In general, the decomposition of a many-to-many sweeping is per-
formed by projecting target surfaces onto the corresponding source surfaces.
Then, the projected target surfaces and source surfaces are imprinted in or-
der to determine the decomposition of the volume. Finally, each sub-volume
is meshed separately using a many-to-one sweep scheme. In fact, each sub-
volume is further decomposed into barrels, and each barrel is meshed using
a one-to-one sweep scheme.
However, the algorithm is highly dependent on the location of the inner
nodes created during the decomposition process. The quality of the imprints
is also aﬀected by the location of inner nodes. Inaccurate locations may lead
to erroneous imprints. Thus, a low quality mesh with inverted elements may
be generated. Usually, this eﬀect appears when there are non-planar sweep
levels or highly curved surfaces in the geometry. In this work, we present a
new algorithm to decompose a many-to-many geometry that overcomes these
drawbacks.
The method is based on a least-squares approximation of an aﬃne mapping
deﬁned between the loops of nodes that bound the sweep levels according to
[8]. The decomposition is performed using a two-step procedure. First, the
target surfaces are projected in the sweep direction to the source surfaces.
In the second step, the nodes on the source surfaces are projected back to
the target surfaces. Then, the ﬁnal location of inner nodes is the weighted
average of the position of nodes projecting them from target and from source
surfaces. During the ﬁrst step of the decomposition process it is necessary
to compute the imprints between the source and target surfaces. The main
contribution of this work is to deﬁne the computational domain of a loop of
nodes as a planar representation of them. Since the computational domain
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is planar, the imprinting process becomes more robust. In addition, we also
use the computational domain to project inner nodes onto source surfaces.
2 The Multi-sweeping Method
This section presents an outline of the proposed multi-sweeping method. The
algorithm is performed in ﬁve steps:
(i) Surfaces classiﬁcation.
(ii) Linking sides meshing.
(iii) Loop face projection and imprinting.
(iv) Loop edge meshing and volume decomposition into many-to-one sub-
volumes.
(v) Meshing all many-to-one sub-volumes.
Although this work is focused on the decomposition steps (iii) and (iv), we
also present an outline of the whole multi-sweeping method. The ﬁrst step of
the algorithm is the classiﬁcation of the surfaces as source, target and linking
sides. The classiﬁcation is accomplished using the procedure presented in [11].
This procedure is performed as follows. First, it ﬁnds a non-submappable
surface and classiﬁes it as source surface. Then, the algorithm proceeds to
classify the adjacent surfaces in an advancing front manner depending on
the angle between the adjacent surfaces. When the surfaces of the geometry
are classiﬁed, the linking sides are meshed using the submapping algorithm
[12, 13]. Figure 2(a) shows a simple multi-sweep geometry with its linking
sides meshed.
Once the linking sides are meshed the decomposition process begins. The
standard decomposition process starts at the target surfaces and ends at the
source surfaces. In contrast, the ﬁnal meshing process starts at the source
surfaces of the many-to-one sub-volumes and ends at the target surfaces.
(a) (b)
Fig. 2. (a) Mesh generated on the linking sides using the submapping method.
(b) A simple multi-sweep geometry with a row of sweep nodes.
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3 Basic Definitions
In this section we provide four basic deﬁnitions that will be used through this
work. We brieﬂy review the concepts of sweep node, loop geometry engine
and control loop previously introduced in [1]. In addition, we introduce the
new concept of computational domain for multi-sweeping.
3.1 Sweep Node
Sweep nodes are a computational structure that stores the vertical connec-
tivity of the linking sides mesh. Each sweep node contains a pointer to the
next sweep node in the sweep direction and another pointer to the previous
sweep node in the counter-sweep direction (some of these pointers may be
null). Figure 2(b) presents a multi-sweep geometry with a row of sweep nodes.
Note that there are sweep nodes that do not point to a sweep node directly
above or below.
3.2 Loop Geometry Engine
The loop geometry engine is a data structure that represents source, target
and mid-level faces as loops of sweep nodes. In addition, a graph is used
in order to deﬁne the topology of such loop faces. For instance, Fig. 3(a)
shows a surface represented by: i) a loop face; ii) a loop wire that describes
the boundary of the loop face; iii) an ordered list of four loop edges that
deﬁnes the loop wire, and iv) four loop vertices that deﬁne the initial and
ﬁnal points of each loop edge. Figure 3(b) details this relationship using the
topology graph. For instance, the loop wire uses loop edge 1 and, conversely,
loop edge 1 is included in the loop wire.
Loop vertices are represented by a sweep node that provides information
about its location. Loop edges are deﬁned by an ordered list of sweep nodes.
(a) (b)
Fig. 3. (a) A loop face. (b) Associated topology graph.
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The list of nodes provides a discretization of the loop edge. Loop wires are
deﬁned by a closed loop of loop edges. Loop faces are represented by a loop
wire that deﬁnes the outer boundary and several loop wires that deﬁne inner
boundaries.
The structure of the loop geometry engine is similar to a geometry engine
except that not all the elements in the loop geometry have an underlying
geometrical representation. This engine provides both geometrical and topo-
logical information about the loop geometry. In addition, this structure is
responsible for creating loop geometry and maintaining the topology graph
during the whole algorithm, see [1] for more details.
3.3 Control Loop
Control loops are the loops of sweep nodes that bound each of the sweep
layers of the volume. While one-to-one sweep volumes have a single control
loop for each layer, the number of control loops in multi-sweeping volumes
may diﬀer from layer to layer, see Fig. 4(a). The main objective of the control
loops is to deﬁne the projection between two consecutive sweep layers. To
this end, control loops are composed by a loop of sweep nodes that deﬁne the
projection (black dots in Fig. 4(a)) and, for implementation purposes, a list
of sweep nodes to project (white dots in Fig. 4(a)).
In a given level of the decomposition process we may have both source and
target loop faces. In these cases, given the sets of target and source loop faces,
(τi)i=1,...,n and (σi)i=1,...,m, respectively, the control loops are computed as:
(i) Compute provisional target control loops, Lt, as follows:
• The loops of nodes of control loops are deﬁned as the Boolean union,
Lt =
⋃
i=1,...,n τi, see [14].
• The nodes to project are those that belong to more than one loop
face.
(a) (b)
Fig. 4. (a) Five control loops in a multi-sweep geometry. (b) Physical sweep nodes
(white squares) and computational sweep nodes (black circles).
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(ii) Compute provisional source control loops, Ls, using the procedure de-
tailed in step (i).
(iii) We collect the nodes of control loops in Ls (both the nodes that describe
the loops and the nodes to project) that are not included in Lt. Then
we insert these nodes into the corresponding control loops in Lt.
3.4 Computational Domain
It is important to point out that control loops in real geometries are usually
non-planar. Therefore, the imprinting operations needed in the decomposition
process may lead to inaccurate representations due to tolerance deﬁnitions. To
overcome this drawback we introduce the concept of computational domain.
The computational domain of a given control loop is a planar representa-
tion of it. Figure 4(b) shows a curved control loop in the physical domain
(white squares) and its representation in the computational space (black cir-
cles). The computational domain is used to project the sweep nodes through
the volume and to perform the imprinting between the surfaces of the ge-
ometry. Since the control loops in the computational domain are planar,
the proposed imprinting process is more robust, see Sect. 4. The main rea-
son is that skew lines (neither parallel nor concurrent) do not exist in a
bi-dimensional space. Therefore, computing the intersection of segments in
the computational domain is less aﬀected by tolerance errors than in the
physical domain. In addition, the winding number algorithm [15] can be used
to test if a node is inside a loop of nodes. This algorithm loses its accuracy
and robustness for non-planar loops of nodes.










The construction of the computational domain of a given control loop is
performed in the following manner. First, we compute the pseudo-normal
of the loop nodes that deﬁnes the control loop, n. Second, we deﬁne the
computational position of xi, for i = 1, . . . , n as
xi = xi − 〈xi,n〉n, (2)
where 〈·, ·〉 denotes the dot product. Note that we project points xi, for
i = 1, . . . , n, on the plane deﬁned by the pseudo-normal vector. From the
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3D representation of the computational domain given by (2), it is straight-
forward to compute a 2D representation, in (ξ, η) coordinates, of the compu-
tational domain.
Two remarks on the proposed method have to be made. First, each control
loop has its own computational domain, even when control loops are located
in the same sweep level. Second, in order to construct the computational
domain, we need to compute the pseudo-normal vector. This vector can be
deﬁned if a control loop is set. Therefore, our method can be applied to all
extrusion geometries such that all levels are bounded by control loops. Note
that periodic surfaces such as cylinders or spheres that expand from inside to
outside, or vice versa, do not meet this condition. Thus, the proposed method
can not be applied to these cases because the control loop is not set. In these
situations, we can always split the geometry in two sub-volumes such that
the control loops are properly deﬁned.
4 Loop Face Projection and Imprinting
4.1 Loop Face Projection
Starting at target surfaces, we compute the associated loop faces as detailed
in Sect. 3.2. Then, we compute the corresponding control loops according to
Sect. 3.3. When the control loops are constructed, the algorithm proceeds to
build their associated computational domain, see Sect. 3.4.
To project the sweep nodes between layers we use the sweeping scheme pre-
sented in [7, 8]. It is important to point out that the projection of sweep nodes
is performed both in the physical domain and in the 3D representation of the
computational domain. The computational and physical locations are stored
for each sweep node. The projection in the physical space is performed in or-
der to capture the shape of the target and/or source surfaces. The projection
in the computational space is performed in order to obtain accurate and ro-
bust imprints. When a sweep node is projected to the next level, the projected
sweep node becomes the next sweep node of the original one. Conversely, the
original sweep node is the previous sweep node of the projected one.
In each level we check if new target or source loop faces have to be added
to the existing control loops. If this is the case we update the control loops
according to Sect. 3.3. For each one of these control loops an imprinting
process is performed, as detailed in Sect. 4.2.
Once all the source surfaces are reached the geometry is completely de-
composed. However, the location of the inner sweep nodes created during
the decomposition process has to be improved. To this end, the source sur-
faces are projected back to the target surfaces and the ﬁnal location of inner
sweep nodes is computed as a weighted average of the computed locations
projecting from target and source surfaces, see Sect. 4.5.
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(a) (b) (c) (d)
Fig. 5. Representation of the imprinting process in the physical domain. (a) Two
target loop faces (white) and a source loop face (grey). (b) Target loop edges inter-
section. (c) Projection of target sweep nodes on source faces. (d) Collapse of target
sweep nodes and source sweep nodes.
4.2 Loop Face Imprinting Pre-process
Before starting the actual imprinting process, target and source loop faces of
the same control loop have to be pre-processed. It is important to point out
that each one of the following steps is performed in the 3D representation of
the computational domain. That is, using x coordinates. Figure 5 shows a
representation of the imprinting pre-process in the physical domain. Figure
5(a) shows two target loop faces (white) and one source loop face (grey) ready
to be pre-processed. First, the loop edges of target loop faces are intersected
with each other in order to obtain a conformal model (Fig. 5(b)). Second,
the nodes that deﬁne the target loop faces are projected to the corresponding
source loop faces (Fig. 5(c)). Section 4.3 further details the procedure to
project those nodes. Finally, we search a sweep node on a target loop face
and a sweep node on a source loop face that are closer than a given tolerance.
Then the target node is collapsed with the source node (Fig. 5(d)). This
tolerance is deﬁned as h/5, where h is the prescribed element size. On the
one hand, if the tolerance parameter is too big, we may collapse nodes that
are too far and the imprinting process may fail. On the other hand, if the
tolerance is too small, we may miss some collapsing nodes.
4.3 Mapping of Sweep Nodes from the Computational Domain
to a Source Surface
This section is focused on a new procedure to project sweep nodes of target
loop faces to source loop faces of the same control loop. For a given source
loop face, σ, we need to detect which nodes of target loop faces lie inside σ.
Since loop faces are planar in the computational domain we use the winding
number algorithm, see Fig. 6 for a graphical representation of this algorithm.
Given a test point, p, the algorithm adds the angles between p and two
consecutive points in the loop. If the result equals 0, the point is outside.
Else, if the result equals 2π, the point is inside. That is, the algorithm counts
the number of turns around the test point. This algorithm is robust when
dealing with planar loops of nodes. Note that in 3D, the number of turns is
not well deﬁned and, for this reason, the winding number algorithm may fail.
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Fig. 6. Graphical representation of the winding number algorithm
Fig. 7. Mapping of sweep nodes from the computational domain to a source surface
Given a list of sweep nodes inside a source loop face, we have to project
them on the geometrical surface. Let (ξ, η) and (x, y, z) be two coordinate sys-
tems of the 2D representation of the computational domain and the physical
domain, respectively (see Fig. 7). Therefore, we need to compute a mapping
X(ξ, η) to project the sweep nodes of the target loop faces onto the physical
domain. Note that all the source loop faces represent a geometric surface.
Hence, instead of projecting the sweep nodes directly from the computa-
tional space, (ξ, η), to the physical space, (x, y, z), we propose to compute a
mapping Π(ξ, η) to project the nodes to the parametric space of the surface.
Then, using the parameterization of the surface, Σ(u, v), we ﬁnally project
the nodes to the physical domain. That is
X = Σ ◦Π.
Note that the mapping Π(ξ, η) is unknown. In order to compute the mapping
Π(ξ, η), we approximate it by an aﬃne mapping Π˜(ξ, η). This aﬃne mapping
is determined by means of a least-squares approximation of a linear mapping
between the 2D computational domain representation of the source loop face
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and its representation in the parametric space of the source surface, see [6]
for details. That is we approximate X(ξ, η) as
X ≈ Σ ◦ Π˜.
4.4 Loop Face Imprinting
The result of the imprinting process between target loop faces, (τi)i=1...n, and
source loop faces, (σi)i=1...m, is stored in three lists of loop faces: Θo, Θt and
Θs. List Θo contains the loop faces that come from intersections of a target
and a source loop face. The loop faces included in Θo are called overlap loop
faces. List Θt contains the sections of target loop faces that do not intersect
a source loop face. These faces are the new target loop faces that replace the
old target loop faces, (τi)i=1...n. Finally, list Θs contains the section of source
loop faces that do not intersect a target loop face. This list contains the new
source loop faces that replace the old source loop faces, (σi)i=1...m. The loop
face imprinting operation is based on segment intersections, see [1, 14] for
more details. The main diﬀerence of the presented method is that all of the
calculations to obtain the imprints are performed in the 3D representation
of the computational domain. Hence, the imprinting process becomes more
accurate and robust as stated in Sect. 4.3.
In addition, we create a new graph that relates the new loop faces created in
the imprinting process and the original loop faces from which they come from.
We call this graph the loop face partitioning graph. This graph allows us to
recover the set of loop faces in which a loop face is decomposed. Moreover, it
also permits us to recover the loop faces in which a given loop face is included.
Figure 8(a) shows the imprinting process of a target loop face, T , and a
source loop face, S. In this case, Θo = {O} = {T ∩S}, Θt = {T ′} = {T − S}
and Θs = {S′} = {S − T }. Figure 8(b) shows the corresponding loop face
partitioning graph. Note that loop face O is a section of S and T . Conversely,
T is partitioned in loop faces T ′ and O.
In order to illustrate the diﬀerences between the imprinting process in the
physical and computational domain, Fig. 10(a) shows a curved loop face, T ,
and a planar loop face, S in the physical domain. The intersection between
(a) (b)
Fig. 8. (a) Imprinting process of a target loop face, T , and a source loop face, S.
(b) Associated loop face partitioning graph.
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(a) (b)
Fig. 9. A multi-sweep geometry and its correspondent loop faces. (a) Wire frame
model with two target faces (light grey) and two source loop faces (dark grey). (b)
Loop faces.
the segments that deﬁne these loop faces in the physical domain are marked
using a white circle. Figure 10(b) shows the Boolean diﬀerence between S
and T computed in the physical domain. Note that we do not obtain the
desired result. Figure 10(c) shows the representation of the previous loop
faces in the computational domain. When the intersections are calculated in
the computational domain, two additional nodes are obtained. Therefore, we
obtain the correct representation of S − T , see Fig. 10(d).
(a) (b)
(c) (d)
Fig. 10. Imprinting process in the physical and computational domains. (a) In-
tersection vertices of loop faces S and T performed in the physical domain. (b)
Boolean diﬀerence between S and T performed in the physical domain. (c) Inter-
section vertices of loop faces S and T performed in the computational domain. (d)
Boolean diﬀerence between S and T performed in the computational domain.
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When the imprinting ends, the new target loop faces, Θt, are collected in
order to create the new control loops. These control loops are used to project
the new target loop faces to the next level, see Sect. 4.1. The projection and
imprinting process is iterated until the last sweep level is reached. Figure 9(a)
presents a multi-sweep geometry with two target surfaces (light grey) and two
source surfaces (dark grey). Figure 9(b) shows its corresponding loop faces
when the imprinting process ends. Note that the source surfaces are split due
to the diameter that divide the lower surface.
4.5 Final Location of Inner Sweep Nodes
Once all the source surfaces are reached and the geometry is decomposed,
we have to improve the ﬁnal location of inner sweep nodes. To this end, we
project back inner sweep nodes from source surfaces to target surfaces. The
ﬁnal location of inner sweep nodes is computed as a weighted average of the
computed locations projecting from target and source surfaces.
It is important to point out that once all the source surfaces are reached,
they are always bounded by overlap loop faces. Therefore, given an overlap
loop face, ω, obtained in the imprinting process, the sweep nodes that have
to be mapped to the previous level in the physical domain are the ones in
ω such that their previous sweep node lies inside the volume (not on the
boundary).
For instance, Fig. 11 presents a cylindrical geometry with a planar bottom
surface split in two parts, and a non-planar top surface. Sweep nodes on the
source surface that have to be projected to the previous level are marked
with white squares. Figure 11(a) shows the computed location of inner sweep
nodes projecting from target surface. These nodes do not reproduce the shape
of the top surface. Figure 11(b) presents the computed location of inner
sweep nodes projecting from source surface. These nodes do not reproduce
the shape of the planar bottom surface. However, Fig. 11(c) shows the ﬁnal
location of inner sweep nodes computed as a weighted average of the location
(a) (b) (c)
Fig. 11. Projection of inner sweep nodes. (a) Projecting from the target surface. (b)
Projecting from the source surface. (c) Averaging the location computed projecting
from target and source surfaces.
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Algorithm 1. Inner nodes creation
1: function CreateInnerNodes(LoopFace ω, ListOfSweepNodes nodes)
2: while There are nodes to project do
3: Int projectionLevel ← 0
4: ControlLoop CLt, CLs ← ObtainTargetAndSourceControlLoops(ω)
5: Projector projector ← createProjector(CLs , CLt)
6: for all Node node ∈ nodes do
7: Point qSource ← projectNode(projector, node)
8: SweepNode previousNode ← getPreviousNode(node)
9: Point qTarget← getPositionFromTarget(previousNode)
10: Int depthLevel ← getDepth(previousNode)
11: Int N ← depthLevel + projectionLevel
12: Point q ← (projectionLevel/N) qTarget+(depthLevel/N) qSource
13: setPosition(previousNode, q)
14: if hasToBeProjected(nextNode) then





20: Int projectionLevel ← projectionLevel + 1
21: end while
22: end function
Algorithm 2. Selection of target and source control loop
Return : ControlLoop CLT , CLS
1: function ObtainTargetAndSourceControlLoops(LoopFace ω)
2: LoopFace σ ← obtainContainingLoopFace(ω)
3: if isNull(σ) then
4: LoopFace τ ← previousLoopFace(ω)
5: else
6: LoopFace τ ← previousLoopFace(S)
7: end if
8: CLt ← getControlLoop(τ )
9: CLs ← nextControlLoop(CLt)
10: ω ← τ
11: end function
computed projecting from source and target surfaces. Note that the ﬁnal
location reproduces the shape of both cap surfaces.
For each overlap loop face, ω, and a list of sweep nodes in ω that have to be
projected, nodes, Algorithm 1 presents a procedure that computes their ﬁnal
location. First, at Line 4, the algorithm ﬁnds a source control loop, CLs, in
the current sweep level and a target control loop, CLt, in the previous sweep
level that deﬁne the projection between the two levels (see Algorithm 2).
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Note that Algorithm 2 updates the reference overlap loop face, ω. Then, at
Line 5 of Alg. 1, the node projector is constructed as detailed in [8]. Next, for
each node in nodes, the algorithm computes the projection from the source
surface, Line 7. Then, at Lines 8 and 9, the previous node and its position
computed projecting from target faces is recovered. Next, at Line 12 the
ﬁnal position of the previous node is obtained by interpolating the positions
obtained from the target and source projections. Note that the depth level of
a sweep node is deﬁned as the number of times this node has been projected
from a target loop face. Finally, the algorithm checks if the previous node
has to be projected, Line 14. If so, the node is updated. Else, the node is
removed from the list of nodes to project. The procedure is iterated until all
nodes are re-located in the physical domain.
5 Loop Edge Meshing and Volume Decomposition
When the imprinting process ends, it is necessary to re-mesh the loop edges
in order to ensure that each loop face contains an even number of intervals.
In this work, we solve an integer linear problem to assign an even number
of intervals using the lp solve library [16]. However, applying this strategy
to all loop edges leads to a large integer linear problem, especially for small
element sizes in the sweep direction. In order to reduce the computational
cost of the integer linear problem, we propose to impose an even number
of intervals to the source loop faces obtained during the imprinting process.
Then, the information is propagated in the sweep direction. Hence, the new







ne = 2nσ for all source loop face σ,
ne ≥ Ne for all source loop edges e ∈ E ,
(3)
where ne is the number of intervals of loop edge e, E is the set of loop edges
contained in the source loop faces, Ne is a lower bound for ne and 2nσ is the
number of intervals of loop face σ.
Once all loop edges are re-meshed, we decompose the geometry into sub-
volumes that can be meshed using a many-to-one sweep scheme. The main
idea consists on collecting every loop face stacked on a target face. Figure 12
presents a multi-sweep geometry decomposed into two sub-volumes that can
be meshed using a many-to-one sweep method. In this work, all the result-
ing sub-volumes are meshed by the same least-squares projection procedure
that we have already used to project inner nodes during the decomposition
process, see [7, 8].
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Fig. 12. Multi-sweep volume decomposed in many-to-one sub-volume
6 Examples
This section presents three examples of meshes that have been generated
using the presented algorithm. The user assigns an element size and the
algorithm automatically decomposes the geometry. Then, each sub-volume
is meshed using a many-to-one sweep scheme. In the ﬁgures that illustrate
these examples we mark the sweep direction with an arrow.
The ﬁrst example illustrates the advantages of the proposed method to
compute the location on inner sweep nodes created during the decomposition
process. It presents a twisted and curved cylinder in which the cap faces are
not planar, see Fig. 13. Note that the bottom surface is divided in two parts.
The lower surfaces are classiﬁed as target and the upper surface is classiﬁed
as source. Figure 13(a) presents the nodes created during the decomposition
process using only the information of target surfaces. Note that there are
inner nodes near the source surface that are located outside the geometry.
This will lead to inverted elements during the meshing process. Figure 13(b)
(a) (b)
Fig. 13. Inner nodes location computed during the decomposition process. (a)
Projecting nodes from target surfaces. (b) Interpolating nodes projected from source
and target surfaces.
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(a) (b)
(c)
Fig. 14. Inner nodes location computed during the decomposition process (a)
Projecting nodes from target surfaces. (b) Interpolating nodes projected from source
and target surfaces. (c) Mesh generated using the multi-sweeping method on the
half of a gear.
presents the inner nodes location computed using the proposed procedure
by interpolating the nodes projected from source and target surfaces. We
obtain inner layers of nodes that reproduce the shape of the source and
target surfaces.
The second example presents the mesh generated on one half of a gear. The
loops of nodes that deﬁne the control loops are slightly non-planar. For this
reason, the nodes projected from target surfaces during the decomposition
process are deviated (Fig. 14(a)). Thus, we obtain layers of inner nodes that
almost intersect between them. Applying the proposed method the location
of inner nodes is accurate and the inner nodes reproduce the shape of cap
surfaces, see Fig. 14(b). The ﬁnal mesh generated using the proposed multi-
sweeping method is presented in Fig. 14(c).
The third example shows the mesh generated on a crankshaft. This exam-
ple contains curved surfaces as well as non-planar control loops. Figure 15(a)
presents the location of inner nodes computed during the decomposition pro-
cess. Although the control loops are highly non-planar, the position of inner
nodes is not deviated. Figure 15(b) presents the ﬁnal mesh generated using
the multi-sweeping algorithm.
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Fig. 15. (a) Inner nodes location computed during the decomposition process using
the presented method. (b) Final mesh generated using the multi-sweeping method
on a crankshaft.
7 Conclusions
It is well known that the element quality of the meshes generated using the
multi-sweeping method is heavily aﬀected by the position of the inner nodes
created during the decomposition process. Inaccurate location of inner nodes
can produce low quality elements or even inverted elements during the mesh-
ing process. In practice, this eﬀect is caused by non-planar sweep levels or
curved surfaces in the geometry. To overcome this drawback, we have pre-
sented a new algorithm that automatically decomposes the geometry. The
geometry decomposition is achieved by computing a least-squares approxi-
mation of an aﬃne mapping between the control loops of consecutive layers.
First, we compute the geometry decomposition advancing from target to
source surfaces. This decomposition is performed computing a least-squares
approximation in the physical space and the 3D representation of the compu-
tational space. The projection in the physical space is used to compute a ﬁrst
approximation to the location of inner nodes. The projections in the 3D rep-
resentation of the computational space are used to carry out the imprinting
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procedure. Since the computational domain is planar, the robustness of the
imprinting process is increased and more accurate results are produced. In
addition, we use the 2D representation of the computational space to project
the inner nodes onto the source surfaces.
Second, we project the inner nodes mapped on sources surfaces back to
the target surfaces using the least-squares approximation only in the physi-
cal domain. An accurate ﬁnal node placement is obtained by averaging the
locations computed projecting from target and source surfaces.
The proposed method has been applied to several industrial geometries
and in all cases the algorithm has generated high quality meshes. Finally,
it is worth to notice that the presented multi-sweeping method has been
successfully implemented in the ez4u meshing environment [17].
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